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ACCESSORIES:

LCR-900LCR-900 High Precision LCR Meter

TEST FREQUENCY

DISPLAY 
RANGE   

OPERATION SELECT

DISPLAY MODE

POWER SOURCE

MEASUREMENT PARAMETER

100Hz  to 100KHz (5 Range)

0.000 Ω to 9999 MΩ

Value, △ △ Sorting, Sorting Range, %, 

115/230  10%, 50/60Hz±

AUTO/MANUAL

Z, L, C, DCR, ESR, D, Q,Θ

0.000 pF to 9999 F

0.000 uH to 9999 KH

INTERFACE(OPTION) USB

Main Display LCD Seconds Display LCD

Power switch 
(The key will operation only after the Line 

Power switch been switch on.)

FUNC Key(Auto LCR/L/C/R/DCR Function)

Frequency KeyCAL Key(Open Circuit/Short Circuit calibration)

D/Q/Θ/ESR Function Key

PC Function Key

SER/PAL Key(Series/Parallel function)

HOLD Key(Display Hold)

Sorting Function Start Key

TEST(Sorting Function test Key)

REL(Relative Value Key)

Range(Unit Change Key)

Enter Key

Digits Key

Decimal Point Key

HPOT Terminal

HCUR Terminal

LPOT Terminal

LCUR Terminal

(100KHz With USB Interface)

0.000 Ω to 9999 Ω

0.000 Ω to 9999 Ω

0.000 to 9999 

0.000 to 9999

-90° to 90°

BASIC ACCURACY

TEST SI NAL LEVELG

Impedance R

Capacitance C

Inductance L

Equivalent Series 
Resistance ESR

Equivalent Parallel
Resistance Rp

Quality Factor Q

Dissipation Factor D

Phase Angle Θ

0.3%

0.6Vrms

Test Lead

RP-91

4 Wires Alligator Clip
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